RDC Concrete

LITECRETE

LIGHTWEIGHT CONCRETE SOLUTIONS

Concrete that weighs as much as water!

Concrete which is 40 % to 70 % lighter than conventional
concrete with Enhanced Thermal Insulation, Sound
Absorption Capacity




LITECRETE

RDC Concrete

MORE ABOUT LITECRETE

LiteCrete is a concrete mix with
large amounts of Low density mate-
rials and / or foaming agents .

The additives added entrain air in
the concrete for achieving the re-
quired low specific weight of con-
crete specific to the required appli-
cation

LiteCrete can be transported, placed
and finished like conventional con-
crete, without the need of compac-

tion.

Due to its lower density and large
number of voids, LiteCrete effec-
tively works as a low weight,

strong filler for your structures, but
also as a thermal & sound insulator

LiteCrete needs to be placed and
finished before 2,5 hours from

batching time in order to preserve

the low unit weight

unlike the dense conventional con-

Crete.

LiteCrete has effective resistance
against Freeze / Thaw actions

I

Benefits / Advantages

4 Lower Structural Loads
lead to lower loads on
Foundations and thus eco-
nomical designs

4 Thermal Insulation Proper-
ties resulting in lower air-
conditioning costs

4 Sound Insulation & Sound
Absorption properties

4 Can be placed by Pump

4 No Vibration required,
saves expenditure on man
& machinery.

4 Resistant to Freeze / Thaw
action due to entrained air

4 Environment friendly

MAJOR BENEFITS & APPLICATIONS

Icebox for your
Home

LightCrete uses the
same materials found
in lceBoxes for Insula-
tion, which Coupled
with high air & void

content make
LighCrete a very good
Insulator.

LightCrete can be

used for roof slabs
instead of Brickbats
for excellent heat in-
sulation and reduced
Air Conditioning
costs

Lower Stuctural
Loads
LightCrete weighs

just 40% to 70 % of
conventional
concrete, hence the
dead loads generated
by LighCrete are
substantially less.

LightCrete can be
recommended for use
for non structural
concrete filling works
such as screeds, and
can help optimize
structural design.
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Sound Proofing

Materials which are
porus and contain
voids tend to absorb
sound energy.

LighCrete due to its
higher Air / Void con-
tent is excellent when
used as a sound insu-
lator.

LighCrete can be rec-
ommended for Audi-
toriums, Multiplexes,
or any such structure
where sound proofing
is a requirement.
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7 Mechanical Properties

Applications Strength Class M5 to M20
N Composite steel floors Fresh Wet Density* 650 Kg/m? and above
4 HIEEEEEE Workability Pump-able Slump
4 Insulating roof decks - . L
Workability Retention ~ Up to 2.5 Hours from Batching time
4 Insulating Screed applications
) Thermal Conductivity 15 % to 25 % of Normal Concrete
4 Curtain wall systems
4 Precast industries Curing Required ves
4 Permanent insulating applica- SonEEEiEn Rl
tion * - Plastic Density measured at 30 min from batching time
4 Decorative Concrete Fills Technical details shall be advised on request.

4 Non structural Concrete

Special Precautions

4 Do not Vibrate
4 Do not add water to concrete mix as this will reduce entrained air

4  The delay in unloading the concrete can lead to loss of air
content and increased concrete density

4 Special Care needed for finishing light weight concrete to ensure
long term performance

7 Our Other Special Concrete Solutions

About Us

DuroCrete Extended Durability Concrete
RDC Concrete (I) Pvt. Ltd. is the Larg- FiberCrete Fibre Reinforced Concrete
est Non Cement owned Readymixed |, icete Decorative Concrete
producer operating In India, operat- _ ‘ '
ing 25 plants and having its presence  LiteCrete Light Weight Concrete
in all major Urban Centers across the NatureCrete Pervious Concrete
country. . .
ProCrete Workability Retaining Concrete
Since our Inception in 1993, in Mum- .
SelfCrete Cohesive Flowable Concrete

bai & Delhi by name of Unitech Pre-
fab Ltd, we have constantly created SelfCrete+ Self Compacting Concrete
new benchmarks for the Industry by

e . . StrongCrete Ultra High Strength Concrete
providing Innovative & Consistent 9 9 g
Quiality Products. TempCrete Temperature Controlled Concrete
With stringent integrated processes  WatCrete Water Proofing Concrete
and state of the art c'ontrol §oftware Safety Information :
and hardware, combined with com-  coment & concrete contain lime and other chemicals which can cause irritation,

petent Pre & Post Sales support, RDC  dermatitis & burning. To avoid harm to skin, minimize contact and wear suitable
Concrete is a total solutions provider. protective clothing. Whenever contact occurs, wash thoroughly. In case of irrita-
tion or burns, consult a doctor immediately.

LIGHTCRETE
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Our Presence

City
Gurgaon
Jaipur
Ahmedabad
Mumbai
Pune
Kolkata
Hyderabad
Vishakhapatnam
Bangalore
Mangalore

Chennai

Contact Numbers
+91 9911521302
+91 9672223333
+91 9099063709
+91 9619987576
+91 9766624099
+91 9903250100
+91 9948028999
+91 9640699777
+ 9197399 93577
+91 9739993570
+ 91 9790954801
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